
WHAT MAKES THE DIFFERENCE
• Compact 

• Direct headunit or amplifier system

TECHNICAL CHARACTERISTICS

2-way component kits

Diameter: 5" (130mm)
Voice-coil diameter: 1" (25mm)
Voice-coil height: 07/16" (11mm)
Magnet: 31/3" (85mm)

Silk/Aluminum Tweeter
Separated pre wired crossover: (12db/oct)
Max. power: 100W
Nom. power: 50W RMS

Sensitivity (2.83V/1m): 90dB
Frequency response: 65Hz – 20kHz
Accessories: Supplied grilles

Performance
C R E A T E  Y O U R  S O U N D
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•  Polypropylene cone 
Robustness

•  Butyl surround 
High resistance

•  Adjustable tweeter housing 
Better staging adjustment

•  25mm (1'') voice coil 
Kapton former

•  Steel basket 
Rigid and compact

•  85mm (31/3'') magnet 
Power handling

•  Pre-wired crossover 
Convenient and compact

•  Phase plug 
Better sound dispersion

•  "Silk Aluminium" tweeter cone 
Smoothness and precision

PERFORMANCE - Auditor 
R-130S2

R-130S2
2-way component kit
Diameter: 5’’ (130mm)
Mounting depht: 21/8’’ (54.5mm)
Voice-coil diameter: 1’’ (25mm)
Voice-coil height: 0 7/16’’ (11mm)
Magnet: 31/3’’ (85mm)
Silk/Aluminum Tweeter
Polypropylene cone
Separated pre wired crossover (12db/oct)
Max.power: 100W
Nom.power: 50W RMS
Sensitivity (2.83V/1m): 90dB
Frequency response: 65Hz - 20kHz
Accessories: Supplied grilles

•  Mesh and ABS grille 
Design and easy-to-install


