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The Aria Evo X Center is a 2-way centre speaker. It blends in seamlessly with the floorstanding speakers from 
the same range, for an optimal home cinema configuration. When designing the centre speaker, particular 
attention was paid to adjusting the timbres to guarantee uniformity and sonic coherence in all configurations. 
It is recommended for rooms from 215 ft² (20m2), with a listening distance of 10 feet (3 metres).

Type Bass-reflex 2-way center loudspeaker

Speaker drivers

2 x 6.5" (16.5cm) Flax bass/midrange 
with TMD® surround
Aluminium/Magnesium ‘M’-shaped inverted 
dome TAM tweeter

Frequency response (+/-3dB) 57Hz – 30kHz

Response at -6dB 50Hz

Sensitivity  91dB

Nominal impedance 8Ω

Minimal impedance 4.3Ω

Recommended amp power 40 - 200W

Crossover frequency 2,800Hz

Dimensions (HxLxD) 77/8x21x95/8" (20x53.3x24.5cm)

Weight 23.15lbs (10.5kg)

Urethane tweeter plate  
with waveguide 

Improved horizontal directivity
Better sound image

2 x bass-midrange Flax cone
TMD® surround

Neutralité du médium 
et présence du grave Magnetic grille

Understated design, 
fine materials  
Significantly increased 
perceived value

Ultra-rigid MDF construction
Non-parallel side panels,   
very low vibration, neutrality

Double rear port 
No dynamic 
compression

Aluminium/Magnesium 
‘M’-shaped inverted 
dome TAM tweeter

Precision and softness

Key points
• Flax fibre cone
• TMD® surround
• Aluminium/Magnesium ‘M’-shaped inverted dome TAM tweeter
• Speaker drivers developed and manufactured in France 
• Leather effect front panel 
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Finishes

Aria Evo X Center Moss Green High Gloss

 


