
Integration
INSTANT GRATIFICATION

KEY POINTS
• Easy to install 
• BMW® connector
• Factory look and OEM design
• Power handling with an amplifier - High performances
•  Car compatibility* BMW 1 Series (E81/82/87/88), BMW 3 Series 

(E90/91/92/93), BMW X1 (E84)
*Upgrade for BMW® factory standard level. Non-exhaustive list of vehicules. 
Possibilities of adaptation in other models.

TECHNICAL SPECIFICATIONS
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Subwoofer: 8" (200mm)
Voice coil diameter: 19/16" (40mm)
Cone : Reinforced polypropylene
Impedance: 3,6 Ohms

Max. power: 180W
RMS. power: 90W
Sensitivity (2.83V/1m): 90.5dB
Frequency response: 38Hz – 200Hz

Accessoires : Supplied with grille

PLUG&PLAY
IFBMW-Sub

•  BMW® factory connector 
Direct plug (no damage for car wire)

Flat subwoofer dedicated for BMW® - 8" (200mm)

•  Butyl Suspension 
Excellent reliability•  ABS basket 

Rigidity and OEM look

•  Reinforced Polypropylene cone 
Deep and controlled bass

•  Steel/mesh grille 
Subwoofer protection (under the seat location)

•  19/16" (40mm) voice coil 
High power handling


